BOS - Boston (Logan), Main Terminal Airport Travel & Tourism Dashboard December 2014

Key Metrics YTD 2014 YTD 2013 Change% Change Compared to other major airports....
Average Daily Travelers 5,077 4,633 443 10% (000) (min) (Daily) (sec)
Global Entry & APC 26% 3% 23% 880% MIA-D I 19 MRS 24 - 670 86
JFK-4 TN 18 B 19 e 642 84
Non-Automated 74% 97% -23% -24% LAX-BR I 16 M 23 e 594 98
ORD NN 13 B 17 — 439 7
United States Citizens 52.4% 53.7% -1.3% -2% IAH s 12 ) 389 71
Non-immigrants 44.9% 43.7% +1.2% 3% EWIRA_I; — : _17 2 = 225;0 636
Legal Permanent Residents 2.7% 2.6% +0.1% 4% DFW NN © i 285 70
U1 9 I 28 e 326 88
Average Daily Flights (#) 2 8% MIAJ B 8 —— 25 e 299 99
SFO-G W 7 . 25 w224 82
warrme L I .
HNL w7 — 19 22 92
Average Primary Wait (m) 23.9 23.6 0.3 1% ATLM I 6 ) 181 74
) JFK-8 1 6 e 25 e 213 89
% Travelers < 60 minutes 93% 95% -2% -2% EWRC I 5 r— [ 60
9 f o 9 SFO-A I 5 I 29 W 166 82
% Travelers > 120 mins 0.28% 0.08%  +0.20% 245% sos HE s ——— n
FLL B 5 e 25 157 81
Average Daily Booth Hours 15 11% JFK7 T4 22 170 89
LAX7 T4 s 22 EE 150 89
_ B - = = :
DTW 0 4 ]
Average Cycle Time (s) 71.1 75.2 -4.1 -5% A2 W 2 rm— 1317 .-76129 7746
9 Mco-1 B 2 24 W 94 9
Max Hourly Throughput / booth 50.6 47.9 2.7 6% Mco4 B 2 S e
Average Utilization 66% 71% -4% -6%
More booths and faster processing can't keep pace with traffic growth
® Travel is up at Boston, Main Terminal. Traveler volume (year to date) has increased 10% compared to last year. Today, 26% of
passengers are pre-processed with Global Entry and APC, up from 3% last year.
® Booth hours increase to meet passenger demand. More booths are being opened compared to last year. Average daily booth hours
have increased from 137 hours last year to 152 hours this year.
® BOS increases efficiency. Average cycle time is 4.1 seconds faster this year, allowing for an extra 2.7 passengers to be processed per
booth per hour. With more booths open and faster cycles, average utilization per booth is at 66%.
® Wait times increased by 1%. Wait time has increased by 0.3 minutes, from 23.6 minutes last year to 23.9 minutes today. This suggests
that more booths need to be opened to meet passenger demand, or booths need to be allocated better to meet changing demand
throughout the day.
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Best Practice Inventory

BOS Best Practice Assessment: BOS has implemented many of the available best practices. Most notably, more than 1in 4 (26%) of
BOS passengers are now processed by automated technologies like Global Entry and APC. APC is available at BOS not only to US
Citizens, but also Canadians and Visa Waiver country travelers. Boston has much upside left in APC usage.
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Many innovative practices, technologies, and programs are available to make international air passenger processing more efficient and reduce
congestion and wait times at airports. If all of the best practices are implemented, an airport could reduce its wait times as much as 50 percent
compared to not implementing any of the best practices. A green "assessment circle" indicates the best practice has been properly and fully
implemented. Red means the best practice is not in place. Orange indicates implementation is not available, or has occurred but on a limited basis
and achieves less than optimal results.

29% of passengers wait more than 30 minutes BOS staffs well to peak traffic

While 29% of passengers wait more than 30 minutes, only 7% BOS is busiest between 4pm-8pm, when nearly 500

wait longer than 60 minutes. During peak hours, the average passengers arrive per hour. On average, 13 booths are
wait is 24 minutes, which is comparable to the daily average. open during this time, making wait times relatively similar

to non-peak hours. BOS wait time can be reduced by
opening more booths from 4am-8am and 8pm-12am.
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