August 25 , 2007
Changes to:

ANSI X12:

355 Set

Appendix of valid error codes
EDIFACT 

CUSRES Accept/Reject
ERC0650 C901 9321

Add following error code:
020 Invalid Weight

In ANSI X12: 309 Set N1008: weight is ‘0’

                                 In EDIFACT: CUSCAR MEA0680 C174 6314
EDIFACT

CUSCAR

MEA0680 C174: 6314

Add Note:  Truck AMS only accepts numerics

GID0630, PAC0650, FTX0670, MEA0680, DGS0710

Add note to GID0630:

4.  The GID Segment Group should be repeated for each ‘line item’ in the shipment.  If the following were in one shipment with one shipment control number:

5 cases of nuts and bolts weighing 100 lbs, UNDG code = 1234

       10 boxes of screws weighing 5 lbs UNDG code = 0123

       1 haystack of needles weighing 1 lb UNDG code = 0012

The correct way to manifest these is:

              GID+1

              PAC+5++CAS

              FTX+AAA+++NUTS

              FTX+AAA+++BOLTS

              MEA+AAI++L:100


       DGS+++1234
              GID+2

              PAC+10++BOX

              FTX+AAA+++SCREWS

              MEA+AAI++L:5

              DGS+++0123

              GID+3

              PAC+1++BDL

              FTX+AAA+++NEEDLES

              MEA+AAI++L:1

              DGS+++0012      

