Record of Changes in ANSI X12 Truck Manifest Data Sets since March 14, 2005

Header and Trailer records

ISA Segment

 ISA06: Change gray area to: In truck manifest this must reflect a total displacement of 15 bytes.  If the Interchange Sender ID does not fill 15 bytes , The remaining amount must be filled with trailing spaces.  May also reflect the ID of the bonafide certified service provider

ISA08: Change gray area to: In the truck manifest use ‘CBP-ACE-TEST’ for test transmissions and ‘CBP-ACE’ for production data transmissions.  This field must reflect a total displacement of 15 bytes.  If the Interchange Receiver ID doesn’t fill 15 bytes the remaining amount must be filled with trailing spaces.  This may be the service provider who originally initiated the manifest.

309/358 Sets 

NM1

NM108: Change gray area to: A7: Truck manifest only 10 positions are accepted. N3 and N4 are required here

NM108: Change gray area to: PY: Truck manifest only 50 positions are accepted. N3 and N4 are not required.

N3

Note 1.  Change to: Provide one N3 per party specified in NM1.  This is the address to which the person in NM1 is going. If NM108 is ‘PY’ this is not required.

N4

Note 3: Change to: One Address occurrence per party in N1.  Required for Shipper/Consignee/Importer if pre-registered party ID not indicated in N104. If NM108 is ‘PY’ this is not required.


309 Set

M11

M1109: Remove gray area from code ‘14’.

M1109: Change  gray area for code ‘18’: N1014 is required 

N10

N1008: add new codes ‘O’,’T’,’G’

N1010: add new codes ‘BLK’,’DZ’,’FT’,’PAA’,’M’

355 Set

K1 after M10 segment: add new error code ‘514’ ‘Errors on more than 100 SCN’

N10

Substitute new N10 segment.

